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Punchline

Adapt the Burle/Photonis

 

USA recipe for photocathode fabrication in PMTs

 

as much as 

 
we can to grow the 8‐inch photocathode.

WHY?

•

 

Cleaning and handling of glass substrate is “less fussy”. The in situ

 

O2

 

plasma dosing 

 
serves a dual purpose, including the final cleaning the glass surface.

•

 

Alkali metals deposition inside a glass enclosure via the use of

 

its vapor pressure 

 
enables no line‐of‐sight growth and is more uniform.



Photocathode GP Review July 2012

3

Lessons Learned From PMT Photocathode 
Fabrication



 

Substrate cleaning procedure. Rudimentary cleaning for normal UHV components 

 
(Liqui‐nox/citronox, alcohol, etc.). Bakeout

 

duration and temperature;



 

Oxygen discharge cleaning before Sb

 

deposition;



 

Oxygen discharge oxidation of first Sb

 

layer to enhance long‐wavelength 

 
absorption;



 

Optical reflectivity monitoring of Sb

 

layer to determine thickness – when to stop.



 

Alkali metals deposition in glass vessel – using vapor pressure to flood the 

 
chamber alkali metal vapor – no line‐of‐sight issues;



 

Monitoring of photocurrent during alkali metals deposition – when to stop.

But can these lessons be transposed to a larger, transfer photocathode?
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Plan for 8” Tile For the Single-Tile Factory -1 
Overall Layout of Facility

More detail next page
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Plan for 8” Tile For the Single-Tile Factory -2 
Deposition Chambers


 

Chamber 1 serves as the bakeout

 

chamber;



 

O2

 

plasma dosing is performed here;



 

Sb

 

deposition is performed here.



 

Requires reflectivity/transmission monitoring of Sb

 
growth.

+
Top glass plate

Heater

Anode

RF conductor

Sb

 

bead Vacuum chamber

Alkali metals 

 

reservoir
RGA and Vacuum pump

Heated glass 

 

enclosure

CHAMBER 1 CHAMBER 2



 

Chamber 2 serves as the alkali metals deposition 

 
chamber;



 

Top glass plate sits on top of glass enclosure;



 

External alkali metal reservoir allows for separate 

 
replenishing of sources without venting chamber.

Metal 

 

contacts
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Potential Issues



 

Uniformity of Sb

 

deposition. Sb

 

thickness will be simulated, similar to the one 

 
performed for the 4”x4”

 

photocathode, to find the optimum arrangement for the 

 
Sb

 

beads. However, there is still the potential issue that the beads do not all 

 
evaporate at the same rate each time.



 

Charging effects on the photocathode – increase grid density?



 

Cooling rate of photocathode plate at the end.



 

How long of a wait before it is sealed?



 

Not convenient to do the “yo‐yo”

 

deposition that involves repeated Sb

 

growth.



 

A whole zoo of engineering challenges.
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Summary



 

We have made significant progress in gaining the skills to grow photocathodes, 

 
starting with PMTs, and migrating to a larger scale 4”x4”

 

photocathodes

 

in the 

 
glass chalice.



 

Adapting the “philosophy”

 

from PMT photocathode growth, we will fabricate 8”

 
bialkali

 

photocathode onto the glass plate.



 

Bakeout

 

and O2

 

plasma dosing will provide the last in situ cleaning of the plate.



 

It may be simpler logistically for the process to be performed in two separate UHV 

 
chambers.



 

The alkali metals will be deposited onto the glass plate within a glass enclosure. 

 
The enclosure will be entirely inside a UHV chamber.
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